Triman
Vibrating
Drainer
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EVT VIBRATING DRAINER
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. MODEL WIL‘D"':'H LE:‘?“TH Polxsn Pﬁgll)ﬂg{’l%N
EVT-30 600 2.100 0,9x2 30
| © | ® [\i- . EVT-50 900 2410 1,8x2 50
j - A =N EVE75 | 1100 3010 | 22x2 75
4= = : = EVT-100  1.530 3.010 | 22x2 100
] ] EVEI50  1.860 3910 | 43x2 150
i > *Production capacity for sand 0-5 mm with a 30% moisture content.
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: N EVE30 650 1.004 910 1.250 2.000 68I 340 1.380
o ‘ o/‘\ EVE50 950 1.173 |1.250 1.626 2500 701 340 1.700
of : o EVE75 1150 1.223 |.480 1.800 3.000 753 417 2.050
= ‘ ] EVTEIO0 1.580 1.283 [ 1910 2.000 2980 805 470 2.050
| l i EVFI50 1.860 1.573 2256 2.750 3.870 855 520 2.492
C

In installations with washers for aggregates or minerals, it is necessary to eliminate the moisture content in the materials so that the
water does not have an effect on the machines, belts, decanters, hydro-cyclones, etc.

The EVT vibrating drainers are an effective means to eliminate water content and improving the washing process by eliminating the
water contained in dissolved clay and soil.

The vibrating drainer is a screen with an ascending slope (normally 5°'ba) with a filtering mesh below with 0.2-2 mm mesh openings,
depending on the material that is being processed.

Disassembly is simple because the unit is bolt-mounted to prevent weld joint tensions. It is a rugged unit with rigid braces and
reinforcements.

Polyurethane filtering surface with adjustable mesh openings.

Driven by vibrator motors with adjustable centrifugal force.

Magquinaria de Canteras Triman, S.A. reserves the right to modify the content of this catalog without prior notification.

Central Office: Factory:

Yanguas y Miranda, | Bajo Pol. Ondarria, s/n.
MA@@HNAE&HA Apdo. de Correos n° 359 31800 ALSASUA Navarra
DE CANTERAS 31080 PAMPLONA
TRHSA@ Tel.: 902 153 021

Fax: 948 207 101
e-mail: comercial@triman.es
www.triman.es




